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Welcome 
Thank you for purchasing an Alta USB Filter Wheel.  This installation guide is provided 
as a resource to make your integration as straight forward as possible.  If you have any 
questions regarding this product please visit our website or call our customer support so 
we can better serve you.   

 

 

Apogee Instruments Inc. 
1020 Sundown Way, Suite 150 
Roseville, CA 95691 
 
Website:   www.ccd.com 
Email:   support@ccd.com 
Tel:    916-218-7450 
Fax:    916-218-7451 
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1  Introduction and Setup 
The USB Filter Wheel was designed and tested using Windows XP, Windows Vista, and 
Windows 7.  Apogee USB Filter Wheels are optimized for the high speed USB 2.0 
interface, while also supporting backward compatibility with older USB 1.1 connections.  

We recommend the following steps for getting your new Filter Wheel up and running as 
quickly as possible: 

1) Install the MaxIm application software 
2) Install the latest Apogee Drivers 
3) Connect to the Filter Wheel using MaxIm 
4) Integrate filters into the Filter Wheel and integrate into your system 
5) Begin using your new Apogee Filter Wheel! 

1.1 Install MaxIm DL/CCD 

The Apogee Filter Wheel is easily used with the MaxIm DL/CCD image capture and 
processing software, developed by Diffraction Limited. If you will be using the MaxIm 
software, we recommend that you install it prior to setting up your Filter Wheel.  If you 
already have MaxIm installed make sure that it is the latest update. Please see the 
MaxIm documentation for specific instructions related to installation of this software. 

Apogee Filter Wheels are supported by MaxIm DL/CCD 4.61 and higher. 

1.2 Update Apogee Driver (Apogee.DLL) 

If you already have Apogee drivers installed on your system, be sure to update to the 
latest version before proceeding.  The disk included with your Filter Wheel has the latest 
driver at the time of shipping.  For the most up-to-date version of the Apogee.DLL you 
can visit our website, http://www.ccd.com/downloads.html.  This manual provides 
detailed instructions for driver installation. 

 

 

 

 

 

 

http://www.ccd.com/downloads.html
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2  Windows XP Driver Installation 
WARNING:  Do not connect your Apogee device to a PC before installing the drivers.  If 
you do and the "Add New Hardware Wizard" appears, please select the Cancel button. 

Make sure your Windows user account has administrator privileges.  Double click on the 
setupApogeeDriver for your operating system type, 32 or 64 bit. 

 

Follow the installation wizard instructions. 
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Upon successful driver installation connect the Filter Wheel to your PC. The "New 
Hardware Wizard" window will appear.  On the dialog select the "No, not a this time" 
radio button.  Press the "Next" button. 

 

Make sure the "Install software automatically (recommended)" radio button is selected 
and press "Nextò. 

 

The New Hardware Wizard states it has completed installing software for the Apogee 
Alta USB Camera and USB Filter Wheel.  Press the "Finish" button.   

 

The drivers for your USB Filter Wheel are now installed on your PC. 
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3  Windows 7 Driver Installation 
WARNING:  Do not connect your Apogee device to a PC before installing the drivers.  If 
you do and the "Add New Hardware Wizard" appears, please select the Cancel button. 

Make sure your Windows user account has administrator privileges.  Double click on the 
setupApogeeDriver for your operating system type, 32 or 64 bit. 

 

Follow the installation wizard instructions. 

 




















